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POW’R-GEAR®

Premium Pow’r-Gear® clamps are designed for high vibration and stubborn
leakage applications such as industrial machinery, heavy truck, farm and 
off-road equipment engines. Features an extra wide 15.87mm (5/8") band 
and a wide profile housing that provides maximum engagement of screw
threads to band. Engineered to deliver exceptionally high rates of band 
tension to handle the toughest sealing jobs.

TRIDON® Pow’r-Gear ® Clamps 86P Series
Screw: 7.94mm (5/16") hex-head, 305 stainless steel
Band: 15.87mm (5/8") band width. 0.711mm (0.028") thick, 
300 stainless steel
Housing: 1.542mm (0.060") thick, 300 stainless steel
Corrosion Resistance: High requirements

TRIDON® Pow’r-Gear ® Clamps 86M Series
For maximum protection of soft hoses. Protective liner 
prevents extrusion and shearing of hose through band 
notches. Extended band design prevents liner from 
skewing during installation.
Screw: 7.94mm (5/16") hex-head, 305 stainless steel
Band & Liner: 15.87mm (5/8") band width, 
0.711mm (0.028") thick, 300 stainless steel
Housing: 1.542mm (0.060") thick, 300 stainless steel.
Corrosion Resistance: High requirements

TRIDON® Pow’r-Gear ® Clamps 86X Series
Extra band notches allow greater opened and closed working
diameters. Only five sizes cover clamping diameters from
31.75mm to 257.175mm (1 1/4" to 10 1/8"). Minimizes inven-
tory investment without compromising application coverage.
Screw: 7.94mm (5/16") hex-head, 410 stainless steel
Band: 15.87mm (5/8") design, 0.711mm (0.028") thick, 
300 stainless steel.
Housing: 1.542mm (0.060") thick, 300 stainless steel
Corrosion Resistance: Above average requirements

We recommend a minimum of all 300 grade stainless steel clamps for marine applications.
For applications directly over galvanized steel, we recommend an intermediate layer of non-conductive material such as vinyl electrical tape.

86P
Series

86M
Series

86X
Series

POW’R-GEAR®

TRIDON® Pow’r-Gear® Clamps – Sizing / Clamping Range Chart

POW’R-GEAR® clamps deliver over 1900 Newtons of
band tension at 10 Nm of screw torque. That’s more
than twice the band tension of conventional clamps.

SAE Part No. Part No. Min. Dia. Max. Dia. Min. Dia. Max. Dia. Installation Installation Ultimate Ultimate

Sizes 86P 86M (mm) (mm) (in.) (in.) (Nm) (in-lbs) (Min. Nm) (in-lbs)

175 86P-175 86M-175 25 45 1 1 3/4 8.5 - 10.2 75 - 90 16.9 150

212 86P-200 86M-200 32 54 1 1/4 2 1/8 8.5 - 10.2 75 - 90 16.9 150

262 86P-250 86M-250 45 66 1 3/4 2 5/8 8.5 - 10.2 75 - 90 16.9 150

312 86P-300 86M-300 57 79 2 1/4 3 1/8 8.5 - 10.2 75 - 90 16.9 150

362 86P-350 86M-350 70 92 2 3/4 3 5/8 8.5 - 10.2 75 - 90 16.9 150

412 86P-400 86M-400 83 105 3 1/4 4 1/8 8.5 - 10.2 75 - 90 16.9 150

462 86P-450 86M-450 95 117 3 3/4 4 5/8 8.5 - 10.2 75 - 90 16.9 150

512 86P-500 86M-500 108 130 4 1/4 5 1/8 8.5 - 10.2 75 - 90 16.9 150

562 86P-550 86M-550 121 143 4 3/4 5 5/8 8.5 - 10.2 75 - 90 16.9 150

612 86P-600 86M-600 133 155 5 1/4 6 1/8 8.5 - 10.2 75 - 90 16.9 150

662 86P-650 86M-650 146 168 5 3/4 6 5/8 8.5 - 10.2 75 - 90 16.9 150

712 86P-700 86M-700 159 181 6 1/4 7 1/8 8.5 - 10.2 75 - 90 16.9 150

762 86P-750 86M-750 172 193 6 3/4 7 5/8 8.5 - 10.2 75 - 90 16.9 150

812 86P-800 86M-800 184 206 7 1/4 8 1/8 8.5 - 10.2 75 - 90 16.9 150

862 86P-850 86M-850 197 219 7 3/4 8 5/8 8.5 - 10.2 75 - 90 16.9 150

912 86P-900 86M-900 210 232 8 1/4 9 1/8 8.5 - 10.2 75 - 90 16.9 150

SAE Part Min. Dia. Max. Dia. Min. Dia. Max. Dia. Installation Installation Ultimate Ultimate

Sizes No. (mm) (mm) (in.) (in.) (Nm) (in-lbs) (Min. Nm) (Min. in-lbs)

262 86X-200 32 66 1 1/4 2 5/8 8.5 - 10.2 75 - 90 16.9 150

412 86X-300 51 104 2 4 1/8 8.5 - 10.2 75 - 90 16.9 150

612 86X-400 102 155 4 6 1/8 8.5 - 10.2 75 - 90 16.9 150

912 86X-500 153 231 6 9 1/8 8.5 - 10.2 75 - 90 16.9 150

1012 86X-600 178 257 7 10 1/8 8.5 - 10.2 75 - 90 16.9 150

For applications involving high temperatures and the presence of chlorides, or any special applications, please call: 00.1.904.829.1000
and ask for Clamp Product Engineering. For Sales & Customer Service, please email:  intlservice@ideal-tridonclamps.com



TRIDON® Bolt & Barrel 872 Series
High-grade steel and stainless steel construction. 
Zinc plated, clear finish. 
Stainless steel band and bridge, 
steel bolt and barrels. 

TRIDON® Bolt & Barrel 871 Series
High-grade steel construction. 
Zinc plated, clear finish. 

Bolt & Barrel Heavy Duty T-Bolt clamps provide uniform sealing pressure for a
positive, reliable seal. Specifically designed for use in high vibration and large
diameter applications. Typical applications include truck air intake systems, cold
side charge air systems, off-road equipment and industrial machinery.
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Flex-Gear® Bolt & Barrel

TRIDON® Flex-Gear HD® Clamps 845 Series
Larger, heavier gauge and precision formed Belleville springs

Screw: 9.52mm (3/8") hex-head, 410 stainless steel
Band: 15.87mm (5/8") band width, 300 stainless steel
Liner: 300 stainless steel
Housing: 300 stainless steel
Springs: 300 stainless steel
Installation Torque:
8.5 Nm; 75 in.-lbs.
Ultimate Torque:
14.1 Min. Nm; 125 in.-lbs.

Using a Belleville spring design to eliminate "cold flow" leakage, Flex-Gear® and 
Flex-Gear® clamps adjust with the hose and fitting to maintain constant tension
on the connection, eliminating leak paths. Excellent choice for fluctuating and
extreme temperature applications and thermal compensation. 

TRIDON® Flex-Gear Clamps 847 Series
Larger, heavier gauge and precision formed Belleville springs

Screw: 7.94mm (5/16") hex-head, 410 stainless steel
Band: 14.29mm (9/16") band width, 300 stainless steel
Liner: 300 stainless steel
Housing: 300 stainless steel
Springs: 300 stainless steel
Installation Torque:
5.6 Nm; 50 in.-lbs.
Ultimate Torque:
9.6 Min. Nm; 85 in.-lbs.

TRIDON® Bolt & Barrel 873 Series
All stainless steel.

We recommend a minimum of all 300 grade stainless steel clamps for marine applications.
For applications directly over galvanized steel, we recommend an intermediate layer of non-conductive material such as vinyl electrical tape.

845
Series

Non-compensating clamp cannot adjust
during extreme temperature changes,

allowing leaks to occur

Flex-Gear adjusts with the hose and fitting
to maintain constant tension on the
connection, eliminating leak paths

847
Series

Bolt & Barrel Clamp

SAE Part Min. Dia. Max. Dia. Min. Dia. Max. Dia.
Sizes No. (mm) (mm) (in.) (in.)
175 845-175 25 45 1 1 3/4
212 845-200 32 54 1 1/4 2 1/8
262 845-250 45 67 1 3/4 2 5/8
312 845-300 57 79 2 1/4 3 1/8
362 845-350 70 92 2 3/4 3 5/8
412 845-400 83 105 3 1/4 4 1/8
462 845-450 95 117 3 3/4 4 5/8
512 845-500 108 130 4 1/4 5 1/8
562 845-550 121 143 4 3/4 5 5/8
612 845-600 133 155 5 1/4 6 1/8
662 845-650 146 168 5 3/4 6 5/8
712 845-700 159 181 6 1/4 7 1/8
762 845-750 172 193 6 3/4 7 5/8
812 845-800 184 206 7 1/4 8 1/8
862 845-850 197 219 7 3/4 8 5/8
912 845-900 210 232 8 1/4 9 1/8

SAE Part Min. Dia. Max. Dia. Min. Dia. Max. Dia.
Sizes No. (mm) (mm) (in.) (in.)

10 847-010 14 27 9/16 1 1/16
12 847-012 16 32 5/8 1 1/4
16 847-016 21 38 13/16 1 1/2
20 847-020 20 44 13/16 1 3/4
24 847-024 27 51 1 1/16 2
28 847-028 33 57 1 5/16 2 1/4
32 847-032 40 63 1 9/16 2 1/2
36 847-036 46 70 1 13/16 2 3/4
40 847-040 52 76 2 1/16 3
44 847-044 59 82 2 5/16 3 1/4
48 847-048 65 89 2 9/16 3 1/2

Part No. Part No. Part No. Min. Dia. Max. Dia. Min. Dia. Max. Dia. Band Width Hex-Hd Size

871 872 873 (mm) (mm) (in.) (in.) (mm) (in.) (mm) (in.)

871-023 872-023 873-023 23 25 0.91 0.98 18 0.71 8 0.31
871-026 872-026 873-026 26 28 1.02 1.1 18 0.71 8 0.31
871-029 872-029 873-029 29 31 1.14 1.22 20 0.79 10 0.39
871-032 872-032 873-032 32 35 1.26 1.38 20 0.79 10 0.39
871-036 872-036 873-036 36 39 1.42 1.54 20 0.79 10 0.39
871-040 872-040 873-040 40 43 1.57 1.69 20 0.79 10 0.39
871-044 872-044 873-044 44 47 1.73 1.85 22 0.87 10 0.39
871-048 872-048 873-048 48 51 1.89 2.01 22 0.87 10 0.39
871-052 872-052 873-052 52 55 2.05 2.17 22 0.87 10 0.39
871-056 872-056 873-056 56 59 2.2 2.32 22 0.87 10 0.39
871-060 872-060 873-060 60 63 2.36 2.48 22 0.87 10 0.39
871-064 872-064 873-064 64 67 2.52 2.64 22 0.87 13 0.51
871-068 872-068 873-068 68 73 2.68 2.87 24 0.94 13 0.51
871-074 872-074 873-074 74 79 2.91 3.11 24 0.94 13 0.51
871-080 872-080 873-080 80 85 3.15 3.35 24 0.94 13 0.51
871-086 872-086 873-086 86 91 3.39 3.58 24 0.94 13 0.51
871-092 872-092 873-092 92 97 3.62 3.82 24 0.94 13 0.51
871-098 872-098 873-098 98 103 3.86 4.06 24 0.94 13 0.51
871-104 872-104 873-104 104 112 4.09 4.41 24 0.94 13 0.51
871-113 872-113 873-113 113 121 4.45 4.76 24 0.94 13 0.51
871-122 872-122 873-122 122 130 4.8 5.12 24 0.94 13 0.51
871-131 872-131 873-131 131 139 5.16 5.47 26 1.02 17 0.67
871-140 872-140 873-140 140 148 5.51 5.83 26 1.02 17 0.67
871-149 872-149 873-149 149 161 5.87 6.34 26 1.02 17 0.67
871-162 872-162 873-162 162 174 6.38 6.85 26 1.02 17 0.67
871-175 872-175 873-175 175 187 6.89 7.36 26 1.02 17 0.67
871-188 872-188 873-188 188 200 7.4 7.87 26 1.02 17 0.67
871-201 872-201 873-201 201 213 7.91 8.39 26 1.02 17 0.67
871-214 872-214 873-214 214 226 8.43 8.9 26 1.02 17 0.67
871-227 872-227 873-227 227 239 8.94 9.41 26 1.02 17 0.67
871-240 872-240 873-240 240 252 9.45 9.92 26 1.02 17 0.67
871-253 872-253 873-253 253 265 9.96 10.43 26 1.02 17 0.67
871-266 872-266 873-266 266 278 10.47 10.94 26 1.02 17 0.67
871-279 872-279 873-279 279 291 10.98 11.46 26 1.02 17 0.67
871-292 872-292 873-292 292 304 11.5 11.97 26 1.02 17 0.67
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For applications involving high temperatures and the presence of chlorides, or any special applications, please call: 00.1.904.829.1000
and ask for Clamp Product Engineering. For Sales & Customer Service, please email:  intlservice@ideal-tridonclamps.com



P-Clips
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TRIDON® P-Clip 804 Series
15mm band width, 6mm hole diameter
Rubber coated steel
Rounded tips

P-Clips are optimal for attaching and retaining hoses, pipes, cables, ducts
and lines. Rubber coating and rounded tips prevent damage to soft
hoses. Metal band retains shape and flexes without releasing its hold.

TRIDON® P-Clip 805 Series
16mm band width, 10mm hole diameter
Rubber coated steel
Rounded tips

P-Clip Part No. Dia. Closed (mm) Dia. Closed (in.)
804-004 4 0.16
804-006 6 0.24
804-009 9 0.35
804-010 10 0.39
804-012 12 0.47
804-013 13 0.51
804-015 15 0.59
804-016 16 0.63
804-018 18 0.71
804-019 19 0.75
804-020 20 0.79
804-022 22 0.87
804-025 25 0.98
804-027 27 1.06
804-029 29 1.14
804-032 32 1.26
804-035 35 1.38
804-038 38 1.49
804-040 40 1.57
804-045 45 1.77
804-048 48 1.89
804-050 50 1.97
804-055 55 2.16
804-057 57 2.24
804-060 60 2.36
804-064 64 2.52
804-066 66 2.60
804-070 70 2.75

P-Clip Part No. Dia. Closed (mm) Dia. Closed (in.)
805-008 8 0.31
805-009 9 0.35
805-010 10 0.39
805-013 13 0.51
805-015 15 0.59
805-016 16 0.63
805-018 18 0.71
805-019 19 0.75
805-020 20 0.79
805-022 22 0.87
805-025 25 0.98
805-027 27 1.06
805-029 29 1.14
805-032 32 1.26
805-035 35 1.38
805-038 38 1.49
805-051 51 2.01

804 Series

805 Series

For applications involving high temperatures and the presence of chlorides, or any special applications, please call: 00.1.904.829.1000
and ask for Clamp Product Engineering. For Sales & Customer Service, please email:  intlservice@ideal-tridonclamps.com




